0.218 Inch
thickness
(galv.)

— 15' 5"

Rise

Span = 16’ -4"

PIPE SECTION

(Showing inside dimensions)

.9”

127 -1

PIPE SECTION

(Showing concrete floor & clearance)

SECTION OF CONCRETE FLOOR

NOTE:

The American Association of State Highway and
Transportation Officials Specification requirement
that, “Single plates shall weigh not more than
750 pounds.” shall be waived.

STRUCTURAL PLATE PIPE

JUNIOR INTERCHANGE
WITH CONCRETE FLOOR
(STRUTTED)

"L"= Pay length of culvert (2' increments)

“L"” minus 36'-0"

=

170.78"

0.280 Inches thick on beveled
end sections

3 gl

LONGITUDINAL SECTION

10'-0"

A1 Bars @ 1'-6" (bottom) — L— A1 Bars @ 1'-6"
3 Az Bars @ about 1°'—-6"” c.c. (top and bottom)

(top)

PLAN

(Concrete floor)

T

D

1"L 5'-0" Longitudinal spacing for welds (outer & one center) A1 bars, bottom only

SECTION ON CENTER LINE

NOTES:

Structural Plate Pipe Arches shal

D—0638-3

conform to the requirements

| isted and shown on this sheet and to the American Association of
State Highway and Transportation Officials “Standard Specifications

for Highway Bridges”.

Bend A2 bars in field to fit curve of pipe culvert

lap to splice all A1 bars over 40 feet long.

The outer and center |ine A1 bars shal
corrugation at 5'-0" intervals with 1"x'74" fillet welds

All field welding shall be considered incidental

bid per |lineal foot of Structural
All concrete shall be Class AE
vibration.
The cost of the reinforced con
the unit price bid for Structural

Concrete floor shall not be constructed unti

of the pipe has been completed.
be modified in so far that no |if
each layer shall extend the ful
shal | inspect structure during ba
no side shift occurs and that str
and position.

Allowable fill

Plate Pipe-Junior

Use 1'-8"

be welded to pipe

to the price
Interchange.

-3 and shal | be compacted by

crete floor shall

included in

Plate Pipe—-Junior Interchange.

Sec. 638.03 D of Std.

the backfilling
Specs. shal

+ shal |l exceed 6" at any time and

length of the pipe

The Engineer

ckfill| operations to assure that
ucture maintains its proper shape

over pipe

(including surfacing)
Minimum - 4 feet
Maximum - 15 feet

QUANTITIES
BAR | SIZE | LENGTH SHAPE
Aq I,,"% | Variable Str.
Ao ] 10 -0" Str.

QUANTITIES PER F

00T OF LENGTH

RE INFORCING STEEL CONCRETE
LBS. CU. YD.
20.07 Q0.225
Add 1 Ib. per bar splice
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